New Generation Solar Systems
50kW Low Concentration PV System
(Compare with normal solar panel system ,this new solar  system use less land and money and produce 30% more output power then same mormal mono pv system))
Only need 60% land which normal mono panel system need )
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峰值功率（Peak Power）:   



50kW
开环电压（Voc）: 





800V
短路电流（Isc）: 





108A

工作电压（Vmp）:





680V

工作电流（Imp）: 





78A

光电池（Solar Cell）：                  单晶硅电池
Monocrystaline Silicon Solar Cell

光电池数量(No. of Solar Cells)           7200片（pieces）
光电池功率（Solar Cell Rate Total Power）：20kW
光电池寿命（Solar Cell service life）: 

25 years

     圆底座直径：                           35m

         跟踪 (Tracking)：                      双轴跟踪Two axis tracking system
主电机功率(main motor power)


    750W (AC)
工作温度（Operating Temperature）：

-400C~850C
The advantages of using LCPV
	· Less solar cells used, less pollution. 

	· Less solar cells used, lower cost. Only 1/3 of cells used. Imagine that the expensive part has been replaced by cheaper components.

	· Solving the heat dissipation problem.

	· Low cost tracking method with high accuracy. Use small power dc motor only. 

	· Tracking system uses small power, less than 1% of generated power.

	· With patented series connection method of solar cell, less space used, 

	· Linear loss during shading. For flat plate, once a cell is shaded, the power of whole panel will drop drastically. Our case is different, if 20% is shaded, only 20% power loss.

	· System reliability, less wind load. Working well above 10 grade wind blow and harsh environment. Because there is space between LCPVs, wind flow through it easily, therefore less wind load. For flat plate, the whole panel may fly away due to strong wind. Our carousels has passed through the real 10 grade wind blow.

	· N type solar cells, less degradation.

	· Double protection. There is an acrylic layer and a glass layer. Besides, less UV directly attack the cell.

	· No hot spot problem.

	· Tracking gain more energy. Annually, should be  more than 20% 

	· Easy for maintenance. If one cell has problem, we can dismantle and replace the LCPV. For flat plate, if one cell damaged by hot spot, the whole panel can be considered damaged. That is higher cost.
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VIP INTERNATIONAL
Professional Renewable Energy Related Product OEM manufacturer 
 (solar panel,flat solar water heater ,solar grid tie inverter,wind turbine, solar seawater desalination,solar air conditioner,spotlight solar cooker ,Led Lamp ect) 
--------------------------------------
 David Liu ( Manager )  
Cellphone: 0086-13605513437  
Email: chiname1234@yahoo.cn
skype:david2008777
 -------------------------------------
Tel: 0086-551-3837730;3283122 
Address  : Economic Zone ,HeFei ,Anhui ,China 
 

